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OVERVIEW 
¶ 18ó Removable Blade Impeller 

¶ Speeds up to 30 knots 

¶ 4000 lbs. Thrust @ 260 HP 

¶ Horsepower Range: 150-300 

 

Ideal Applications 
¶ Seine skiffs 

¶ Oyster Boats 

¶ Gillnetters 

¶ Bristol Bay Boats 
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TRAKTOR® Jet is a product of: 

 The revolutionary design of the 

HT series impeller features individual 

blades that dovetail to a center hub, 

making replacement easy and cost ef-

fective.  The 11 impeller blades are 

cast of 316 Stainless Steel for durabil-

ity and corrosion resistance. 

North American Marine Jetõs Traktor Jet HT series jet drives 

are designed to produce high thrust per horsepower, mak-

ing them the best solution for high thrust jet propulsion.  

With an 18ó impeller, the TJ 457 HT produces 4000 pounds 

of thrust on only 260 absorbed horsepower, and is capable 

of boat speeds exceeding  30 knots.  In a recent jet òpull-

offó held in Homer, Alaska the TJ 457 HT out pulled the 

competition by 600 lbs. of thrust, on 35% less horsepower 

than the second place finisher.  

TRAKTOR JET 457 HT FACTS 

¶ The TJ 457 HT delivers amazing thrust and high speed 

due to its revolutionary impeller design. 

¶ The TJ 457 HT is built to withstand years of service in the 

harshest of conditions. 

¶ Standard impeller clearance on the TJ 457 HT is .030ó 

from blade tip to wear ring.  In performance testing, 

NAMJ increased this clearance to .050ó and recorded 

very little reduction in horsepower or thrust, proving the 

TJ 457 HT is built to withstand years of wear and never 

loose performance. 
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TYPICAL ENGINE CONFIGURATIONS 

ENGINE HORSEPOWER/RPM GEAR RATIO (REDUCTION) 

Cummins 305 H.P. @ 2600 2:1 

John Deere 330 H.P. @ 2400 1.77:1 

 

Intake/Hood: Available in Aluminum or Mild Steel 

Impeller: Cast Stainless blades; Billet Stainless Hub 

Impeller Shaft: Stainless Steel 

Wear Ring: Stainless Steel 

Stator: Stainless Steel 

Stator Bearing: Thordon Composite 

Steering: Same material as Intake 

Hardware: Stainless Steel 

MATERIAL SPECIFICATIONS 

Note: Drawing and dimensions are for marketing and comparison purposes only, to illustrate general size and design of the unit.  They 

are not intended to be used as actual boat design or jet installation drawings.  Dimensions are subject to change.  Please consult North 

American Marine Jet, Inc. for accurate technical information. 

TRAKTOR JET 457 HT SPECIFICATIONS 

TRAKTOR JET 457 HT 

Vessel:  20 ft. seine skiff by Bay Welding 

Weight: 8000 lbs.  

Power: 300 Horsepower 

Thrust: 4100 lbs. (Bollard Pull) 

Speed: 30 Knots 

This skiff built by Bay Welding, has been in 

service for one season in Homer, Alaska.  

Unlike other manufacturers jets, TRAKTOR 

jets are proven to operate for many years 

without any major parts or rebuild. 

Seine skiff built by Bay Welding is propelled by a TJ 457 HT 


